118

Sensors for pH Measurement

:

!

PL PETR pH & ORP Sensor

Combination pH and ORP Measurementslarge measuring range

\
The PL PETR sensor allows for the use of one  Facts

process connection and one transmitter for

measuring multiple process variables. The ~ Dual high density process seal is suitable
PL PETR sensor measures pH, ORP, and tem- for high temperatures and pressures
perature. - Measures pH, ORP, and temperature

- Low maintenance gel electrolyte
Using a PL PETR sensor will reduce installa- ~ — Patented Silamid® reference electrode
tion and maintenance costs. extends sensor life

- Open diaphragm resists plugging
- Mounts in most orientations

Specifications

pH: 0...14

ORP: -1,500 ... 1,500 mV

Temperature: 32...266°F (0 ... 130°C)

Pressure: 0...180psig (1 ... 12 bar)
Temperature detector: Pt 1000

Sensor material: Glass, Platinum disk (ORP)

Reference system: Ag/AgCl with Duralid polymer electrolyte
Ingress protection class: IP68

Length: 120, 225, 325, & 425 mm

Process connection: Screw plug head with Pg 13.5 thread
Sensor cap: Vario Pin



\
Product Range

Order No.

I
PL PETR

VP

‘Length 120 mm
Length 225 mm
Length 325 mm
Length 425 mm

PL PETR-120 VP
PL PETR-225 VP
PL PETR-325 VP
PL PETR-425 VP

Accessories Order No.

\ \ \

VP6-ST cable 3m CA/VP6ST-003A
5m CA/VP6ST-005A
10m CA/VP6ST-010A
20 m¥ CA/VP6ST-020A

New England - ETA Process Instrumentation
119 Foster Street, Bldg #6
Peabody, MA 01960
Tel: (978) 532-1330
www.etapii.com
sales@etapii.com

Upstate NY - Martech Controls
2000 Teall Avenue
Syracuse, NY 13026
Tel: (315) 876-9120
www.martechcontrols.com
sales@martechcontrols.com
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